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MAIN FEATURES

  Cast solid steel blade carrier frame.

  Integrated automatic paper clamp and cutting blade drive.

  Clamp can be lowered or raised independently from the blade.

  Dual (standard and metric) digital controlled linear back gauge.

  Digital back gauge position display 
with 0.01" (0.1 mm) resolutions.

  Dual side gauges.

  Optical guided cutting line.

  Detachable stand.

AUTOMATIC DIGITAL CUTTER
by QUALITY COMMERCIAL MACHINES CORPORATION

TECHNICAL SPECIFICATIONS

Model Number: QCM-8750A QCM-8850A QCM-9550A 

Cutting Width:  17.50”  18.50“ 25.50” 

Cutting Height:  1-1/2“ 2” 3“ 

Accuracy:  Better than 0.01 inches 

Dimensions:  31” x 23” x 40” 34” x 27” x 42” 38” x 44” x 50” 

Weight:  260 lbs 300 lbs 750 lbs 

Driving Mechanism: CAM based Gear based 

Motor: 1.0 hp 1.5 hp 2.0 hp 

Power Supply: 110V, 60Hz  (15 amp dedicated line required)

SAFETY FEATURES

  Two-hand operation.

  Blade automatic return.

  Clamp automatic return.

  Infrared (IR) grating safety sensor 
technology on front table.*

  Interlocked transparent safety guard 
on front table.**

  Transparent safety cover on rear table.

  Key lock switch.*

  Emergency stop switch.**

  System error code display.*

  Power breaker switch.

  CE certified.
* for QCM-9550A;    ** for QCM-8750A and 8850A.

QCM-9550A shown in the picture.

QUALITY COMMERCIAL MACHINES CORPORATION
650 N. Edgewood Ave., Wood Dale, IL 60191 USA • phone: 888-TO-MYQCM (866-9726) • fax: 630-355-0986 • www.qcmcorp.com
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